
 

 

 

 

 

Article: 1343000000 

Description: P.T.F.E. 1/2" x 12mt x 0,1mm.  
Quality tape in non-synthesized pure PTFE, steady thickness of 0,1 mm. Used for sealing threads and 

hydraulic fittings. Resistant to most chemical products and solvents. 

Usage: apply on clean threads with a slight tension of the tape until you obtain even thicknesses. 

Tape thickness: 0,1 mm ± 10% 

Working temperature: -60°C / +260°C 

Reference standard: BS7786 

Gas reference: UNI EN 751/3 

Working pressure: 7 bar with water; 5 bar with gas 

Maximum pressure: 16 bar 

Density: 0,3 g/cm3 

Article net weight: 11,21 g ± 5%  

Origin: made in China. 

Packing: buk roll; 
   10 pcs shrink wrap stick; 
   250 pcs in little box (25 sticks) 
   1000 pcs in box 58x30x38 (4 little box of 250 pcs) 

Packaging gross weight: 12,60 kg  ± 5% 

           
Image only for illustration purposes. 

 
 
 
 
 
 
 
 
 

The company Go Plast srl reserves the right to make modifications without prior notice. Any 
reproduction, even partial, is strictly prohibited. 
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Email: info@goplast.it 

Via Gallarate, 116 – 28047 Oleggio (NO) 
 
 

Certified company: 

mailto:info@goplast.it

